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eConcerning Copyright
The copyrights for the CP3800DW Printer Driver Instruction Manual, the CP3800DW Printer
Driver that is included with the printer, and the contents of the CD are the property of the
Mitsubishi Electric Corporation.
Reproduction of any or all of the contents of the CP3800DW Printer Driver Instruction Manual,
the CP3800DW Printer Driver that is included with the printer, and the contents of the CD
without consent of the company is a violation of copyright law.
However, for non-commercial personal use purposes, you may make 1 copy of the Printer Driver
Instruction Manual solely for back-up-purposes.

Microsoft and Windows are registered trademarks of Microsoft Corporation valid in the USA and other countries.
LEADTOOLS Copyright (C) 2007 LEAD Technologies, Inc.

eNotes for Safety Purposes
Please read the User’s Manual, Safety guide well before using the printer, and follow all
instructions carefully.
Further, the contents of the safety warnings and comments in the Instruction Manual concerning
use met safety standards at the time of publishing.

eConcerning modification
The CP3800DW printer and the CP3800DW Printer Driver and CD contents were planned,
developed, and manufactured by Mitsubishi Electric Corporation.
For safety purposes, any modification is prohibited.
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Chapter 1 Install

1.1 Printer and Host computer Connection

Power ON the CP3800DW and connect the CP3800DW printer and the host by USB cable.
* Please refer to the manual for the CP3800DW printer for connection if needed.

After that, if [Found New Hardware Wizard] is initiated, please install using the procedure in [1.2
Found New Hardware Wizard].If [Found New Hardware Wizard] is not initiated, please install in
accordance with [1.3 Install from Add Printer Wizard].

1.2 Found New Hardware Wizard

After confirming [Install from a list or specific location [Advanced]] is selected, click [Next].

Found New Hardware Wizard

Thiz wizard helps you install zoftware far:

MITSUBISHI CP38000W

¢ :-’\J_ If your hardware came with an installation CD
“=i? or Hoppy disk, insert it now.

What do pou want the wizard to da?

Click Mext to continue.

o [ ]

Fig 1.1-a  Found New Hardware Wizard

Note) When using Windows XP SP2 or later, if the following screen appears in “Found New Hardware
Wizard”, select “No, not this time”, and click the “Next” button.

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard

Windows will gearch for curment and updated software by
laoking on pour computar, on the hardware installation CO, or on
the Windows Update ‘Web site [with your permission).

Bead our privacy policy

Can ‘Windows connect to ‘Windows Update ta zearch for
software?

(D) e, this time anly

e, now and every time | connect a device

Click Nest to continue,

[ Mewt » II Cancel

Fig 1.1-b  Found New Hardware Wizard
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Select [Search for the best driver in these locations], and confirm that [Include this location in the

search] is selected.
Specify the location of the installation disk using the [Browse] button, and click [Next].
*The location is different by the OS. (XP or 2K)

Found New Hardware Wizard

Pleasze choosze your search and installation options.

[ (%) Search for the best driver in these locations. ]

I1ze the check bowes below ta limit or expand the default zearch, which includes local
pathz and removable media. The best driver found will be installed.

[ 1 5earch removable media [floppy, CO-ROM...]
Inu:lude thiz lozation in the search:
| OeACP3IB00DirivertsP w Browse

(3 Don't zearch. | will chooze the driver ta install

Chooze this option to zelect the device driver from a lizt. Windows does not guarantes that
the driver you chooze will be the best match for your hardware.

¢ Back MHest > l Cancel

Fig 1.2 Search and Install Option

After searching the driver file, software installation is initiated. It takes some time for the software
installation.

Found New Har dware Wizard

Please wait while the wizard installs the software.

Ml MITSUBISHI CR38000%/

Fig 1.3 Software Installation

2
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If the following window appears during upgrade installation, check the “Version” section, select the
newest version, and click the “Next” button.

Found New Hardware Wizard
Please select the best match for your hardware from the list below. .

J| MITSUBISHI CP38000%/

Yersion | Manufacturer Location
MITSUBISHI ELECTRIC  d:\windawshin
MITSUBISHI ELECTRIC

Drescription
MITSUEBISHI CP35000
MITSUBISHI CP38000W

f\
k:hep3R00%driv

This driver iz not digitally signed!
Tell me vy driver signing is importart

[ < Back I[ Mest > ]][ Cancel ]

Fig 1.4 Select Software

During software installation, the following message will be displayed. Please click [Continue Anyway] to

continue.
Hardware Installation
&
[ ]

The zoftware pou are installing for this hardware:

Printers

hag not pagzed ‘Windows Logo testing ba verify its compatibility
with ‘Windows =P, [Tell me why this besting iz important. |

Continuing your installation of this software may impair
or destabilize the commect operation of your system
either immediately or in the future. Microzoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
pazsed Windows Logo testing.

[ Continue Arnpwan ]

|_STOP Installation |

Fig 1.5 Software Installation

If [Search removable media (floppy, CD-ROM...)] has been selected in Figure 1.2, the following message
will be displayed.
CD-ROM is inserted, and click [OK].

X)

Insert Disk

Pleaze inzert the Compact Disc labeled 'CR38000M
Prirter MiniDriver Dizk' inta pour CO-ROM drive (K] and
then click OF.

Cancel

Tou can alzo click OF f you want files to be copied
from an alternate location, such az a floppy disk ar a
nebwark. server.

Fig 1.6 Insert Disk

3
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If the following window appears when clicked [OK] in Figure 1.6.
Specify the location of the installation disk using the [Browse] button, and click [OK].

Files Needed X]
The file 'CPIE00.GPD' on CR380004W Printer
\g MiniDriver Dizk iz heeded, 1

Cancel

Type the path where the file iz located, and then click
(]

LCopy files from:

|D:\CP3800\Driver\XP ¥ | Browse..

l

Fig 1.7 Files Needed

Click [Finish] to finish the wizard.

Found New Hardware Wizard
Completing the Found New
Hardware Wizard

The wizard has finished installing the software for:

gl MITSLEISHI CPA2000%W
-

Click. Finish to close the wizard,

Fig 1.8 Quit from Found New Hardware Wizard

Click [start] — [Printer and Faxes] and confirm that [CP3800DW] is shown.

*& Printers and Faxes

Fle Edt WView Favortes Tooks Help o

€] S I A S LTS

finkers and Faxes v B e

rinter Tasks

)
=

MITSUBISHT
CRIE000W

(3] Add a printer
@5 Setup Faxing

See Also
3] Troubleshot printing

@) Get help with printing

Other Places

B control Panel

2, Scanners and Cameras
(L) My Documents

\ﬂ My Pichures

i My Computer

Details

Printers and Faxes
System Folder

Fig 1.9 Printers and Faxes

After installation of the printer-driver is complete, be sure to reboot the computer.
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1.3 Install from Add Printer Wizard

Click [start] — [Printers and Faxes].
(Depending on the host computer, [Printers and Faxes] may not be indicated. In that case, click [start] —
[Control Panel] — [Printer and Other Hardware] — [Printers and Faxes])

Click [Add a printer].

'® Printers and Faxes |:”E”zl
File Edit Wew Favorites Tools Help #

O Eak I\-;] l_ﬁ p search H:‘ Folders v

address | %2 Printers and Faxes v| 0

Printer Tasks

—
| =] Add a printer

25 Set up Faxing
See Also
@ Troubleshoot printing

@) =t help with printing

Other Places

B’ Conkrol Panel
% Scanners and Cameras
[E:] My Documents

[ﬂ My Pictures
Q My Computer

Details

Printers and Faxes
System Folder

Fig 1.10 Printers and Faxes
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After [Add Printer Wizard] window is shown, click [Next].

Add Printer Wizard

Welcome to the Add Printer
Wizard

Thiz wizard helps you install a printer ar make printer
connections.

& |F wou have a Plug and Play printer that connects

y through a USE port [or any other hot pluggable
port, such az [EEE 1394, infrared, and 20 on), you
do hiot need to use thiz wizard. Click Cancel to
cloge the wizard, and then plug the printer's cable
into your computer or paint the prinker toward your
computer's infrared port, and tum the printer on.
windowz will automatically nstall the printer for wou,

To continue, click Mest.

[ Mest> |[ Cancel

Fig 1.11 Start of Add Printer Wizard

In the [Local or Network Printer] window, select [Local printer attached to this computer], and deselect
[Automatically detect and install my Plug and Play printer], then click [Next].

Add Printer Wizard

Local or Network Printer
The wizard needs to know which lppe of printer to zet up.

Select the option that dezcribes the printer pou want to use;

(#)L ocal printer attached to this computes
[] Automatically detect and install my Plug and Play printer

() & network printer, or a printer attached to another computer

i To st up a network. printer that iz not attached ta a print server,
H) uze the "Local printer'’ option.

[ ¢ Back [ Mext » l[ Cancel

Fig 1.12 Local or Network Printer
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In the [Select a Printer Port] window, select [Use the following port] and assign USB port ([USB001] so
on) from the dropdown list, then click [Next].

Add Printer Wizard

Select a Printer Port
Computers communicate with printers through ports.

Select the port pou want pour prinker to uge. |f the port iz not listed, you can create a
new pork.

(%) Usze the following port: | [IEETL [Wirtual printer port far LISE] v| l

Mote: Most computers uze the LPT1: port bo communicate with a lozal printer.
The connector for thiz port should look zomething ke this:

-l R
= u \\‘*‘Q: =

() Create a new port:

¢ Back Mewt > l Cancel

Fig 1.13 Printer port assign

After [Install Printer Software] is shown, click [Have Disk].

Add Printer Wizard

Install Printer Software
The manufacturer and model determine which printer software to uge.

‘._ ) Select the manufacturer and model af pour prinker. [F your printer came with an installation
dizk, click Hawve Dizk. If your printer iz not listed, conzult pour prinker docurmentation for
compatible printer software.

M anufacturer M| | Printers o
— || S¥AGFA-SocuGet v2 3 )
ihﬂsu S AGFA-AccuSelSF wE2.3
AEEIQ S AGFAAccuSet 800
APS-PS w|| S AGFAAcoSol BIOSF v523 O

EF This driver is digitally signed. [ “Windows Update ] Have Disk. . ]I

Tell e why driver signing is imporkant

l ¢ Back ” Mewt > l[ Cancel ]

Fig 1.14 Printer software installation
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In the [Install From Disk] window, select the location of the installation disk using [Browse].
*The location is different by the OS. (XP or 2K)

Install From Disk f'5_<|

[nzert the manufacturer's installation dizk, and then
L make zure that the comect drive iz selected below.

Copy manufacturer's files from;

D:ACP3800NDRIVE RSP v |[ Browse..

Fig 1.15 Install from disk

After confirming that [CP3800DW] is shown, click [Next].

Add Printer Wizard

Inztall Printer Software
The manufacturer and model determing which printer software bo use.

‘-_ ) Select the manufacturer and model of pour prinker. [F your printer came with an installation
dizk. click Have Disk. [F your printer iz not isted, consult your printer documentation for
compatible printer software,

Printers
MITSLBISHI CPI2000m

Thiz driver iz not digitally signed! [ Windows Update ] [ Hawe Digk... ]
Tell me why driver zigning is imporkant

’ ¢ Back [ Cancel ]

Fig 1.16 Printer software installation
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In the [Name Your Printer] window, assign a name to the printer and click [Next].

Add Printer Wizard

Mame Your Printer
You must agzign a name to thiz printer.

Tupe a name for thig printer. Because some programs do not support printer and server
name combinations of more than 31 characters. it is best to keep the name as short as
pozzible.

Printer narme:
| MITSUBISHI CP32000%

Do pou want to uze thiz printer az the default printer?

O ¥Yes
® Mo

< Back [ Mext = ][ Cancel

Fig 1.17 Assigning a name to the printer

In the [Print Test Page] window, select [No] and click [Next].

Add Printer Wizard

Print Test Page
To canfirm that the printer iz inztalled properdy, you can print a test page.

Do pou want to print a test page™?

O Yes

¢ Back Mewt > l[ Cancel

Fig 1.18 Print test page

Mitsubishi Electric Corporation
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In the [Completing the Add Printer Wizard] window, click [Finish].

Add Printer Wizard

Completing the Add Printer
Wizard

You have successfully completed the Add Printer “izard,
You zpecified the following printer settings:

Mame: MITSUBISHI CP32000%
Share name:  <Mot Shared:

Part: JSeod

bt odel: MITSUBISHI CP32000%
Drefault: Mo

Testpage: Mo

To cloze this wizard, click Finish.

Cancel

Fig 1.19 Completing the Add Printer Wizard

When installing the software, the following message may be displayed.
Click [ContinueAnyway] to continue.

Hardware Installation

L E The zoftware you are installing faor this hardware:
L]

Printers

haz not passed Windows Logo testing to verify its compatibility
with *windows =P. [Tell me why this testing is impartant. ]

Continuing your installation of this software may impair
or destabilize the correct operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
pazzed Windows Logo testing.

i Cantinue Anpway | || STOP Installation

Fig 1.20 Hardware installation

After installation of the printer-driver is complete, be sure to reboot the computer.
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Chapter 2 Properties

Various printer settings can be made using the CP3800DW Driver properties. As a rule, the printer
settings should not be altered. Use the default settings present at installation. Alter paper-size
settings at the Application side. Before operation, be sure to have a good understanding of the
contents.

2 1 Opening Printer Properties

1. Start in order using START - 2. Select the CP3800DW  printer >
All Programs - Printers and Faxes Open Set printer properties
. "8 Printers and Faxes |‘?”‘E|
) My Documents = —
Fil=  Edit Wiew Favorites Tools Help a
@ My Recent Documents Qe - © - (F| Poewch 5o |[F)-
ﬁ My Pictures Address ";,‘, Frinters and Faxes v‘ ca

Printer Tasks

) My Music

[Z] Add aprinter
5] See what's printing

Select printing
preferences

& Pause printing
‘_,9 Share this printer
S Rename this printer

t_)) Help ani Shows installed prinkers

r) Search Other Places

E Run... Gr Control Panel

'Sy, Scanners and Cameras

=
All Programs D () My Documents
3 My Pictures

-j My Computer =

ﬁ| Log Off |6| Turn OFf Computer

Details

2 start

MITSUBISHI CP3800DYY

3. The CP3800DW Properties window will appear.

& MITSUBISHI CP3BO0ODW Properties

| Color Management || Device Settings |

General [ Shaing | Parts | Advanced |
Lo |
Location: | |

Comment; ‘ ‘

Model: MITSUBISHI CP38000%W
Features

Color: Yes Paper available;
Double-sided: Mo

Staple: Mo

Speed: Unknown

b aximum regolution: 600 dpi

[Pr_intingPreferences...][ Frint T ezt Page ]

[ OF _][ Cancel J

11
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22 FExplanation of Print Setting Functions

2.1 From the Properties window, by selecting Print Settings you can make various print settings.

2.2.1 Layout

& MITSUBISHI CP3BODDW Printing Preferences

Lapout | Paper/Quality | Option | Color Adiustment |
Orientation
@ Porrait
O Landscape
Page Qider
(@) Frant to Back
(O Back ta Front
Pages Per Sheet: | 1 v
2.2.1 Dia.) Layout tab
Orientation

Please set to Portrait.

Page Order
When printing multiple images in the application, you can set the order.

Ex.) Print order

Front to Back

Back to Front

Pages Per Sheet
Prints the designated fractional size.

Ex.) Fractional size 1(Whole) 4(Quarter-size) 9(One-ninth size)

12
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2.2.2 Advanced Options

By selecting [Advanced Settings] in the Layout window, various settings can be made using Advanced Options.

& MITSUBISHI CP3BOODW Printing Preferences Zx MITSUBISHI CP3B00DW Advanced Options Px

Layout | Paper/Qualiy | Option | Color Adjustment |

g (g MITSUBISHI CP3200DY Advanced Document Settings
iiertalion

@bt =] @ Paper/Output )
O Lardscape b : ¥
Copy Count: 1 Copy
Page Order | &[] Graphic
© Front to Back Prink Qualiey: 300 » 300dpi
() Back ta Front | it
‘ = @ Image Color Management
Pages Per Sheet ‘IT__V" | i ICM Method: ICM Handled by Host System
— ICM Intent: Pickures
= 8& Documnent Options
Advanced Printing Features: Enabled
=1 g% Printer Features
Border: Disable
: Overcoat Finish: Glossy
Print Re-try: Disable
by 2.2.2 Dia. 2) Advanced Options tab

2.2.2 Dia.1) Advanced Settings

Paper Size
You can designate the paper size. Please match the paper size to the media size with which
the printer is equipped.

Copy Count
You can designate the number of times an image will be printed.
Print Quality
You can designate the print quality. Please match the print quality to the printer settings.
ICM Method
ICM intent Function
ICM Disabled 2.2.4 Synchronous with “Color Management: None” in paper option.

ICM Handled by Host System | 2.2.4 Synchronous with “Color Management: ICM” in paper option.
Performs color management with the driver.
ICM Handled by Printer This is the same as setting “ICM Handled by Host System”.

ICM Intent
This designates the rendering method when using ICM. Always have the ICM for the
CP3800DW set to “Picture”. Please do not use it at other settings.

Advanced Printing Features
Always have it set to “Enabled”. Please do not use it at other settings.

Border
Synchronous with the border option in the paper option.

13
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Overcoat Finish (Depending on the version of the printer, “Glossy” may be the only option)
There are two types of overcoat finish:

Overcoat Finish

Function

Glossy

The printed images with a glossy surface.

Matte

The printed images with a matte (luster) surface.

* Re-boot computer is needed if the printer driver was updated. Otherwise this new driver function will

not be available.

Print Re-try (Depending on the version of the printer, “Disable” may be the only option)
This sets up determines whether print data in the printer buffer is printed after error

recovery.
Print Re-try Function

Disable Printing data in the printer buffer is cleared in case of a printer error. You may be
required to re-send the image data to print. When using a program that has an
error recovery function, select this option.

Enable Image data in the printer buffer is held in the case of certain printer error. After
the printer recover from the error, the print process resumes with the saved data.
However, if the power is turned OFF, the data will not be saved. See chart below for
errors which can resume printing.

* Re-boot computer is needed if the printer driver was updated. Otherwise this new driver function will

not be available.

Printer errors recovery chart
Error recovery is based on Print Re-try setting. You may be required to reset the printer power.

Contents of an error

Print Re-try setup is “Disable” Print Re-try setup is “Enable”

Paper End

Ribbon End

Door is Open

Paper Jam (*1)

Ribbon Error (*1)

Paper Error

No Scrap Box

Printing will resume after error recovery.

After error recovery, resend last image

. In some cases where printer initialize is
data not printed.

needed, printing will resume after
initialization.

System Error

. . | Reset printer power to recover from this
Reset printer power to recover from this

error. Then resend the last image data
not printed.

error. Data held in the printer buffer is
cleared after power reset.

Resend image data is required.

*1: Please refer to the user’s manual to recover from these errors.
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2.2.2-1 Multiple layout method 1

The CP3800DW is able to print 2 or 3 images multiple layouts.

With the printer driver paper setting, multi-image layout is made possible, and the image sizes are as
follows.

Refer to “2.2.2-2 Multiple layout method 2” for multi-cut paper settings with the “M_” prefix.

Layout designation

Model Driver paper setting (layout) Image size(mm) Using Media
CP3800DW (8x4) x 2 (207. 3x104.6) x 2 8x12, 8x10
(8x5) x 2 (207.3x130.0) x 2 8x12, 8x10
(8x6) x 2 (207.3x155.4) x 2 8x12
(8x5) _ (8x4) (207.3x130.0) + (207.3x104.6) | 8x12, 8x10
(8x6) _ (8x4) (207.3x155.4) + (207.3x104.6) | 8x12, 8x10
(8x6) _ (8xH) (207. 3x155.4) + (207.3x130.0) | 8x12
(8x8) _ (8x4) (207.3x206.2) + (207.3x104.6) | 8x12
(8x4) x 3 (207.3x104.6) x 3 8x12
Image layout median size 2.54

Multiple layout is possible under the following conditions.
1. The printer driver paper size is set to one of the above sizes.
2. Multiple images are sent from the application.

Note) Because the multi-image layout occurs on a per job basis, this works when there are multiple
images for 1 job. If you want to print the same image, be sure to send the image data for each
copy to be printed. The printer prints 2 or 3 images in one operation, and the paper is cut as it is
fed out.

<Multi-image layout patterns>
The following combinations are possible for the multi-image layout patterns.

e . X
Layout for 1 sheet with 2 .
same-size images <2 < -« Cut as sheet is fed out
" ¥
. o8
<«
Layout for 1 sheet with 3 < Cut as sheet is fed out
same-size images —» x3
<«
" ¥
g X
Layout for 1 sheet with 2 different-size < o Cut as sheet is fed out
images —» (8x6)_(8x4) etc.

Mitsubishi Electric Corporation
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Cautions for printing 2 different-size images on one sheet

When printing 2 different-size images on 1 sheet, 1 inch will be cut off the top and bottom of the 2nd
image when the image is being generated. When creating the original image, be aware of the
following points.

Ex.)When the layout is set for (8x6)_(8x4)
The driver creates the layout image in the order of (1),(2).

(1) It creates two 8x6inch images
8 inch 8 inch

4 inch

6 inch 1 inch cut off top and bottom

15t image 2nd image

(2) The driver then lays out the 2 different-size images from (1) as one (8x10) image and outputs it
to the printer.
8 inch

4 inch

6 inch

Ex.)Example of creating the original image.
When outputting the original image to the driver, the 1st and 2rd images are created as the same
size, so factor in the space that will be cut off from the 2rd image.

8 inch 8 inch

6 inch Add the area to be cut off beforehand

1st image 2nd jmage

16
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<Example of Application Use>

This 1s an example using Windows Explorer.

Step 1. Using File —» Get Photo, select 2 or more
images, and go to File —» Print.

B My Pictures.
( ie BNt View Fovorites Tools  Help

Back ~ [ seach o
2|/ lizil

[ Folders

Address ‘ui_’] Ci\Documents and SettingsiAdministrator ity DocumentsiMy Pictures

Folders =
| pesttop
& I} My Documents

() My eBooks

() My music

(2 My Pictures
3 My Computer
@ % My Network Places

@ Recycle Bin

Step 2. Click on “Next”.

% Photo Printing Wizard (%)

welcome to the Photo Printing Wizard

This wizard helps you format and piint photographs from a digital
Camera of scanne

"o can alsa use this wizard ta print photographs o other types of
images directl from pour computer

To continue, click Nest

S o]

Step 3. Click on“Next”.

& Photo Printing Wizard

Picture Selection
Pictures with check marks will be printed. To print all pictures, click Select All

BTN @)

[CP3800DW Printer Driver] Instruction Manual

Step 4. After selecting the printer, open
“Printing Preferences”.

& Photo Printing Wizard

Printing Dptions
Select the printer and paper you want to use.

\ethat printer do you want o use?

Install Printer.

“Your prints will laok best i you select the comect paper before printing. To select paper, click
Prirting Preferences.

(" Fiming Preferences )
S ——™

Cuntently selocied paper.  Plain Paper

<Back [ New> | [ Cancel

Step 5. Click on “Advanced”.

0DW Printing Preferences

Lapout ibapel!&ua\iw Option || Color Adiustrment

Orientation

@F
() Landscape

Pt Dt |
() Front to Back
(O Back ta Front |

|
Pages Per Sheet u\ |

Gz D

17
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Step 6. Set the Paper Size to “(8x5)x2”.

[CP3800DW Printer Driver]

Then click “OK” on

the windows from steps 6 —» 5 —» 4 —» 3,

returning to the window displayed in Step 2.

MITSUBISHI CP3BOODW Advanced Options

@ MITSUBISHI CP38000Y Advanced Docurnent Sektings
= % Paper/Cutput
Papet Size: .Cﬁxlﬂ)iv"
Copy Count: |{&x100
=[] Graphic (B8x12)
Print Quality: (8x4)
= @ Image Color E:i:; ig
1M Methy (8x5)
ICM Interg xS
= E& Document Option| (S%5)_{5x4)
Advanced prif (96 ed

o : (BxB) % 2
=)-545 Printer Featu (846). {3x)

Border: [f {8x6)_(5%5)
Overcoat] (5a)

Print Re-H (ExE)_(B:4)
A4_Length

M _{Gxd) w2
M_(Bx4)x 3
M_{&xS1 w2

M {525y (Bxd)

Host System

—

M _{BxE) w2
M_(Bx6)_(Bx4)

ak ‘D’ Cancel

_{GxE)_(5x5)
1 _{ExE)_(Exd)

Step 7-1. Click on “Next”.

&g Photo Printing Wizard ‘

Layout Selection
Salect a lapout from the choices belaw.

vailable lapouts: Frint preview.

Full Page Prints &

Full page fax print
centered and rotated to fit

4 x 6 in_ Prints 3 R

—

Nurnber of times to use each picture z,

oz K o)

2.2.2-2 Multiple layout method 2

Step 7-2.

& Photo Printing Wizard

Please Wait
The wizard is sending pour pictures to the printer.

Instruction Manual

Frinting page 1 of 2...

Cancel Printing

Step 8. Click on “Finish”.

& Photo Printing Wizard

Completing the Photo Printing
Wizard
You have succssshully printed your pictures:

To close this wizard, click Finish

S —
<Back §_ Frish ) [ Cancel

When running a multi-cut print of an miage that has been prepared as a multi-image layout, select
the multi-cut paper size with the “M_” prefix from the table below.
When these paper sizes are selected, the border option (paper option tab “Border”, or advanced

option “Border”) is automatically set to disable, and cannot be changed.

processes it as no border, if a border is required, it should be added during image layout.

Because the driver

Model Driver paper setting (layout) Image size Using Media

CP3800DW | M_(8x4) x 2 8x12, 8x10
M_(8x5) x 2 8x12, 8x10
M_(8x6) x 2 Refer to “2.5 Print Area” in “Print 8x12
M_(8x5) _ (8xd) area of the multiple layout method 8x12, 8x10
M_(8x6) _ (8x4) o 8x12, 8x10
M_(8x6) _ (8xb5) ' 8x12
M_(8x8) _ (8x4) 8x12
M_(8x4) x 3 8x12

Mitsubishi Electric Corporation
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2.2.3 Paper/Quality

& WITSUBISHI CPIBOODW Printing Preferences 21X

Layout | Paper/Qualiy | Option | Color Adjustment |

() Black & ‘white [orw

Calar

2.2.3 Dia.) Paper/Quality tab

Color Please set to color print. Do not use for black and white printing.

2.2.4 Option

& MITSUBISHI CP3BODDW Printing Preferences RPX & MITSUBISHI CP3BOODW Printing Preferences PR
Layout | Paper/Qualiy | Option }i:u\nrAmustmemi Layout | Faper/Qually| Oplion | Color Adustment|
[ Bordsr D Border

Sharpre=i) | ETEEETIN ] Shoesst) |0 Bt |
Color Adjustment Color Adiustm| 2 [g:d: More]
O Nane () O Handled by Driver (1l & 1CM (] ) Mons (N) E ?F-ﬂt erll) @ICM I
o
+2
(I & Diiver [M] C)ICM & D +3
+4 [Nomal)
45
46
7
About B8 [Hard

2.2.4 Dia.1) Paper option tab 2.2.4 Dia.2) Sharpness setting
Border
Designates yes or no for border (check means with border). Synchronous with Border in the Advanced
Settings.
Sharpness

Processes for 11 sharpness levels (Dia. 2). 0O(Initial setting) means there is no sharpness processing. Minus(-)
blurs the image, and plus(+) increases the sharpness.
Color Adjustment

None
Synchronous with the ICM Method in the Advanced Settings. Checking this item disables ICM and the
Color Adjustment tab, and color management does not occur from the driver.

Handled by Driver
Checking this item disables ICM and 2.2.5 Color Adjustment is enabled. The adjustment values for
gamma, brightness, contrast, and chroma are shown.

ICM
Synchronous with the ICM Method in the Advanced Settings ICM Handled by Host System). Checking
this item enables color management from the driver.

ICM & Driver

If you check this , ICM (color management) and color adjustment will be enabled.

About
Displays the driver version.
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2.2.5 Color Adjustment

If you check Handled by Driver in 2.2.4 Option, the respective color adjustment values in the Color
Adjustment tab are reflected in the image.

& MITSUBISHI CP3B0DDW Printing Preferences

Lapout | Paper/Quality | Option | Color Adiustment |

Sample Ficture

Gamma Brightness Conlrast

T
=4 -9

2.2.5Dia.) Color Adjustment tab

Setting ranges in the Color Adjustment tab are as follows:

Adjustment Item | Adjustment Value
Gamma -100(dark) ~ 100(light) (0 means no adjustment, Gamma 2.0 ~ 0.5)
Adjusts the density of the highlights in the image. The greater the gamma value, the
brighter the highlights.
Synchronous check box
ON : Sets RGB at the same value
OFF:Sets RGB at a different value

Brightness -100(dark) ~ 100(light) (0 means no adjustment)
Adjusts the brightness of the image. The larger the value, the greater the overall brightness
of the image.
Synchronous check box
ON :Sets RGB at the same value
OFF:Sets RGB at a different value

Contrast -100(weak) ~ 100(strong) (0 means no adjustment)
Adjusts the contrast of the image. The larger the value, the greater the contrast.
Synchronous check box

ON : Sets RGB at the same value

OFF: Sets RGB at a different value

Chroma -100(weak) ~ 100(strong) (0 means no adjustment)
Adjusts the color saturation of the image.

20
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2.3 Default Values for Various Settings

Default values for each option (at the time of installation) are shown below. If the printer driver does

not work correctly after changing the options, please return the options to the default settings.
Note) According to the Service Pack and use environment of OS, the default value at the time of installation may differ from the
following chart.

Tab Options Default
Orientation Portrait
Layout Page Order Front to Back
Pages Per Sheet 1
Paper/Quality Color Color
Border Disable
Option Sharpness 0 (Default)
Color Adjustment ICM
Gamma 0
Color Brightness 0
Adjustment Contrast 0
Chroma 0
Paper/Output Paper Size 8x10
Copy Count 1
Print Quality 300 x 300dpi
Advanced Graphic Image Color ICM Method ICM Handled by
Management Hos.t System
(Click [Advanced] ICM Intent Pictures
button of Layout tab) Advanced Printing Features Enable
Document Border Disable
Option Printer Features Overcoat Finish Glossy
Print Re-try Disable

Chart 2.3 Print Setting Default Values

2.4 Color Management

In [Color Management], this designates the color profile. Default at installation associates [CP38_xxxx].
XxXxX 18 a 4-digit number that refers to the version.

&' MITSUBISHI CP3BOODW Properties

General | Shaing | Pots | Advanced
Color b anagement | Device Settings

I These zettings let you aszociate color profile(s] with your color
1,\ printer. Color profiles contral the color on wour printer bazed on the
type of media being uzed and the printer configuration,

Windowes will automatically select the best color profile from
the list of azzociated color profiles [Recommended]

O Manual  Manually select the default color profils for all autput fram
thiz device from the list of aszociated color profiles

Default color profile;  CP38_ 0100

Color Profiles currently azzociated with this printer:

[ Add... ] [ Bemove I

[ 0K ][ Cancel I

2.4 Dia.) Color Management

21
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2.5 Print Area

Depending on the paper size designated at the driver, the image size and dot count will be as follows.

Model Paper _Size Print Area 300x300 DPI | 300x600 DPI | 600x600 DPl
(inch) (mm) Dot amount Dot amount | Dot amount

(8x4) 8" x 47 207.3 x 104.6 | 2448 x 1236 | 2448 x 2472 | 4896 x 2472

(8x5) 8" x b” 207.3 x 130.0 | 2448 x 1536 | 2448 x 3072 | 4896 x 3072

(8x6) 8" x 6”7 207.3 x 155.4 | 2448 x 1836 | 2448 x 3672 | 4896 x 3672

CP3800DW (8x8) 8" x 8”7 207.3 x 206.0 | 2448 x 2436 | 2448 x 4872 | 4896 x 4872
(8x10) 87 x 10”7 207.3 x 257.0 | 2448 x 3036 | 2448 x 6072 | 4896 x 6072

A4 Length 87 x 11.77 | 207.3 x297.0 | 2448 x 3544 | 2448 x 7088 | 4896 x 7088

(8x12) 87 x 12”7 207.3 x 307.8 | 2448 x 3636 | 2448 x 7272 | 4896 x 7272

<Print area of the multiple layout method 2>
The size after multiple image layout.

. Print Area 300x300 DPI 300x600 DPI 600x600 DPI

Model Paper setting (mm) Dot amount Dot amount Dot amount *
M_(8x4) x 2 207.3 x 211.8 2448 x 2502 2448 x 5004 4896 x 5004

M_(8x5) x 2 207.3 x 262.6 2448 x 3102 2448 x 6204 4896 x 6204

M_(8x6) x 2 207.3 x 313.4 2448 x 3702 2448 x 7404 4896 x 7404

M_(8x5) _ (8x4) 207.3 x 231.2 2448 x 2802 2448 x 5604 4896 x 5604

CP3800DW M_(8x6) _ (8x4) 207.3 x 262.6 2448 x 3102 2448 x 6204 4896 x 6204
M_(8x6) _ (8xb) 207.3 x 288.0 2448 x 3402 2448 x 6804 4896 x 6804

M_(8x8) _ (8x4) 207.3 x 313.4 2448 x 3702 2448 x 7404 4896 x 7404

M_(8x4) x 3 207.3 x 319.0 2448 x 3768 2448 x 7536 4896 x 7536

*The horizontal line resolution of this printer is 300 DPI, so if 600x600 DPI is designated,
the driver will reduce the image width from 4896 dots to 2448 dots and send this to the printer.

Multi-image layout position information (multi-cut paper sizes with the prefix “M_")
Refer to the layout diagram (Fig.2.5-1, Fig.2.5-2)

Width [pixel] Image height [pixel]
Paper setting X Y1 Y2 Y3 M (Margin)
M_(8x4) x 2 2448 1236 1236 30
4896 2472 2472 60
M_(8xb) x 2 2448 1536 1536 30
4896 3072 3072 60
M_(8x6) x 2 2448 1836 1836 30
4896 3672 3672 60
M_(8x5) _ (8x4) 2448 1536 1236 30
4896 3072 2472 60
M_(8x6) _ (8x4) 2448 1836 1236 30
4896 3672 2472 60
M_(8x6) _ (8xb) 2448 1836 1536 30
4896 3672 3072 60
M_(8x8) _ (8x4) 2448 2436 1236 30
4896 4872 2472 60
M_(8x4) x 3 2448 1236 1236 1236 30
4896 2472 2472 2472 60

Upper value = 300DPI
Lower value = 600DPI
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Margin size M pixel

Image 2
(X X Y2 pixel)
Y2 pixel
(Y1 + M + Y2) pixel
Image 1
Y1 pixel (X X Y1 pixel)

X pixel

Fig.2.5-1 2-image layout

Image 3

(X X Y3 pixel)

Y3 pixel

(Y1+M+Y2+M+Y3) pixel

Margin size M pixel

Image 2
(X X Y2 pixel)

Y2 pixel

Margin size M pixel

Image 1

Y1 pixel (X X Y1 pixel)

X pixel

Fig.2.5-2 3-image layout
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Chapter 3 Updating the Driver

In order to update the printer-driver, follow the steps shown below.

1. Driver Removal
(1) Before removing the printer-driver, shut down all other applications. Also, double click the icon
for the printer to be removed, and make sure there are no documents in the queue before you begin
removal of the driver.

"% Printers and Faxes |Z”E”zl
Fle Edt View Favortes Tooks Help [

€] Q@ Pseacr [Zrotes [E- & MITSUBISHI CP3B00DW -
aldhess S Printers snd Fases Printer Document Wiew Help
printer TR Document Mame Skatus
@ Add a printer
15 See what's printing
Select printing = |
Preferences — e
! Pause printing .
< Double click 0 document(s) in queue
£ share this printer q

]| Rename this printer
3 Delete this printer
{2 et printer properties

(2) From the [Printers and Faxes] window, select the CP3800DW printer. Select [Delete this printer].
Are you sure you want to delete the printer “CP3800DW ”? 2 select “Yes” to remove the printer.

nters and Faxes

Edit  wiew Favorites Tools  Help

() Search {7 Folders | [TE1]~
Set as Default Printer 7 =

Printing Preferences... s vl =

Open

Pause Printing

\?/ Are you sure you want to delete the printer ™MITSUBISHI CR3S00DW'?
Sharing...
Use Printer Oriine

Add Printer
Server Praperties
Set Up Faxing

Rename
Properties

Clase

(3) After the CP3800DW printer has been removed, in the same way select File &> Server Properties
The Print Server Properties dialog box should appear. Select the Drivers tab. After selecting
driver “CP3800DW ”, click “Remove”. The confirmation box will appear. By clicking “Yes”, the
driver will be removed.

"% Printers and Faxes |ZHE_HX| & Print Server Properties
r

Edit View Favortes Tools Help

| Forms | Ports| | Drivers | Bavanced|

= @

Installed printex diivers

)T Ossach [ o [

Name Environment | Yersion

See Also

[2] Treubleshoot printing
@) et help with printing

Other Places

B control Parel

2y, Scanners and Cameras
) My Documents

(2 My Pictures

i My Computer

Details Add. i[ Remave ]I[ Fleplace | [ Fropetties |

Printers and Faxes

Syskem Folder

Print Server Properties
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Note) Before removing the printer-driver, if the following error message appears, please reboot the
After the computer has been rebooted, repeat the steps to remove the printer-driver.

computer.

Print Server Properties

[CP3800DW Printer Driver]

Q

inuse.

Unable ta remowe MITSUBISHI CP3S00DY, Intel, \Windows 2000 ar ¥P driver. The specified printer driver is currently

2. Installing the printer-driver upgrade

After removing the printer and printer-driver, install the new printer-driver.
If the following window appears during installation,

steps, please refer to Chapter 1 “Install”.

check the “Version” section, select the newest version, and click the “Next” button.

Found New Hardware Wizard

e : MITSLEISHI CP38000%W

Please select the best match for your hardware from the list below. .

Dezcription
MITSUBISHI CP33000
MITSUEISHI CP33000

|~

Verzion | Manufacturer
MITSUBISHI ELECTRIC  c\windawshinf
MITSUBISHI ELECTRIC  g:cp3800hdriv

Location

|

Tell me why driver sighing is important

This driver is not digitally signed!

Cancel

3. Rebooting the computer

After installation of the printer-driver is complete, be sure to reboot the computer.

(Do not print immediately after installation.

First reboot the computer.)

25
Mitsubishi Electric Corporation

Instruction Manual

For installation



[CP3800DW Printer Driver] Instruction Manual

Chapter 4 Driver Removal

For steps to remove the printer-driver, refer to Chapter3-1 “Driver Removal”
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