PRINTER DRIVER README
(CPD900W/CPDI900NO)

Microsoft Windows, Windows98,WindowsMillennium ,Windows2000 and WindowsXP are either registered trade-
marks or trademarks of Microsoft Corporation in the United States and/or other countries.

Adobe, Adobe Photoshop are registered trademarks of Adobe Systems.

The various software packages mentioned in this manual are the registered trademarks of their respective companies.

Refer to the MITSUBISHI Digital Color Printer’s World Wide Web Site, on the Internet.
http://www.vcp.melco.co.jp

Use the printer driver corresponding to the operating system.

CPDO00W :Windows98/Millennium
CPD900NO :Windows2000/XP
System requirements
Computer :Computer equipped with Pentium class CPU or more
Main storage memory :32MByte or more
Hard disk :Empty capacity 24 MByte or more
USB cable :Be sure to use a cable 2m or under.

Operating system and interface

OK:Suppot -:Not support

Driver Operating system USB*1
CPD900W Microsoft(R)Windows(R)98 OK
Microsoft(R)Windows(R)Millennium OK
CPD900NO Microsoft(R)Windows(R)2000 OK
Microsoft(R)Windows(R)XP OK

*1:Use the computers equipped with USB interface listed below:
Computers pre-installed with Windows98/Millennium/2000/XP.
Computers installed with Windows98/Millennium/2000/XP that are USB-guaranteed by the manufacturer.
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1.CPD900W
1.1.Install the USB port

Installation

1)Start Microsoft(R) Windows(R) 98/Millennium Operating system.

2)Connect a USB cable between the computer and the printer before the installation begins.
3)The Add New Hardware Wizard appears. Click “Next” button.(Fig.1)

4)Select “Search for the best driver for your device.” and insert the installation disk.

Click “Next” button.(Fig.2)

Add New Hardware Wizard

This wizard searches for new divers for:

USE PRNT

A device diiver is a software program that makes @
hardware deviee work.

Cancel |

<Fig.1>

(Add New Hardware Wizard

“Wihat do pou want Windows to do?

¢ Seich for the best ditver for your device.
[Recommended).

 Display a lst of all the divers in a specific
Iocation, 50 you can select the diver you want

< Back I Mexst » I Cancel

<Fig.2>

5)When using Windows Millennium, the USB port will be installed. Proceed to 8).
6)In ’Specify a location”, specify the CPD900W folder of the installation disk and click “Next” button.(Fig.3)

(ex. A:\CPD900W)

7)Click “Next” button. The USB port will be installed.(Fig.4)

8)Click “Finish” button.(Fig.5)

Add New Hardware Wizard

Windaws will search for new diivers in its diiver database
o your hard dive, and in any of the following selected
Iocations. Click Net to start the search

I Eloppy disk dives
[~ CDROM dive
I | Misrosaftsindovs Wadate:

¥ Specily alocation:

Browse.
cBack | Mews | Cancel |

<Fig.3>

% MITSUEISHI CPI00D USE Port

Windaws has finished instaling the softvare that yaur new
harduare device requires

ook |2 jI Caneel

Add New Hardware Wizard

Windows diiver file search for the devize:

MITSUBISHI CP300D UISE Part

“wfindows is now ready to install the best driver for this
device. Click Back to select a different driver, o click Mext
to continue.

Location of driver:

@A\EPDSDD\N’\MPUSEDHV INF

Cancel

<Fig.5>
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1.2.Install the Driver
1) Connect a USB cable between the computer and the printer before the installation begins.

2) Start Microsoft(R) Windows(R) 98/Millennium Operating system.
3) Click “Start” button and select “Printer (P)” of “Setting (S)” menu.
4) The window of “Printers” will be displayed.

Double-click “Add Printer” icon. (Fig.6)
5) “Add Printer wizard” starts. (Fig.7) - T iz wiloelp o o el yout pier ikl and

casily

Ta begin instaling your printer, click Next.

B3 Printers =] ||

| Fie Edt View Go Favoites Help
“Agdvess [zl Piners

Add Printer

<Back Cancal

<Fig.6> <Fig.7>

6) Click “Next” button.

In case of Windows 98/Millennium in that the network is set, the selection window of the local printer or the network

printer will be displayed.

Select the local printer. (Fig.8)
7) Click the “Have Disk (H)” button. (Fig.9)
8) If the dialog “Install From Disk” is displayed, insert the installation disk.

Input the path to specify cpd900w.inf in the CPD900W folder .(ex. A:\\CPD900W)

And click the “OK” button.

(it it e eee e i g ETmes? g, Clik lhe manufacturer ard model of your pinte, I you piter came vith an
L installaion disk; click Have Disk. If vour printeris not sted, consult your printer
IFitis ditectly attached to your camputer, click Local Hotumentation for a compatible printer
Priter. IF tis attached to another compuiter. click Network -
Finter Install From Disk [<]
& Local printed Insert the manufacturer's installation disk inta
the drive selected, and then click OK. -

£ Netwark printer Cancel

Copy manufacturer's fles from

2 = | e | =l
— |

<Back [ News> | cCancel <Back | Mews | Concal |

<Fig.8> <Fig.9>
9) Select the printer to be used and click “Next” button. (Fig.10)
10) Select the connected printer from “Available Port (A)” and click “Next” button. (Fig.11)
If several USB printers are connected, they are displayed as “USB001”,”USB002”, etc.

Add Printer Wizard Add Printer Wizard

i, Dk the memfaciuter and modelof your priner fyou piler came wth an Click the pott you want ta uss with this printer, and then
(5 installaion disk, click Have Disk. If your printer is not isted, coneult your printer dlick Nt
dacumentation for a compatible printer.

Awallable ports:

COMT Communications Port

FILE Creates a file on disk
LPT1 Pirter Port

S HELED CPYO0D

Pintexs

Configure Port..

Have Disk

<Back [ New> | cemcel | <Bck [ New> | cencel |
<Fig.10> <Fig.11>
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11) Click “Finish” button.(Fig.12)

You can tppe & name for this printer, o yau can use
the name supplied below, YWhen you are ready, click
Finish to i i dtto the Printers

| to instal the: printer and add it
o folder.

Einter name.

Your Windaws-based progras wil use ths printer s the
= default printer.

< Back I Finish I Cancel
<Fig.12>

12) Reboot after completing all procedures.
13)Open the printer properties. Print a test page to ensure that the driver has been installed correctly.
When you print the test page, choose the “Paper size” from the Paper tab, to match the installed media.

2.CPD900NO
2.1.Windows2000
2.1.1.Install the USB port
1)Start Microsoft(R) Windows(R) 2000 Operating system.
2)Connect a USB cable between the computer and the printer before the installation begins.
3)A USB port will be installed automatically.
*The OS standard USB port is used for USB connection in Windows 2000.
*Do not install the printer driver from “New hard ware addition wizard” which appears when the operating system is
started. (Click the “Cancel” button.)

2.1.2.Install the driver
1) The printer must be connected before the installation begins.
2) Start Microsoft(R) Windows(R) 2000 Operating system.
3) Click “Start” button and select “Printer (P)” of “Setting (S)” menu.
4) The window of “Printers” will be displayed.
Double-click “Add Printer” icon. (Fig.13-1)
5) “Add Printer wizard” starts. Click “Next” button.(Fig.14-1)

inter Wizars
Welcome to the Add Printer
Wizard
i s you install a printer or make printer
cory
e, ci

B3 Printers

| Fle Edt Vi Go Favaites Hep ‘

| e [0 Frinters

Add Frinter
| <Back
<Fig.13-1> <Fig.14-1>

6)In case of Windows 2000 in that the network is set, the selection window of the local printer or the network printer will
be displayed.

Select the local printer. (Fig.15-1)

7) Select the port which you would like to use, and click “NEXT” button.(Fig.16-1)
USBO01 is usually selected.
If several USB printers are connected, they are displayed as “USB001”,”USB002”, etc.
Select the printer port which CP900DW is connected to.
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Add Printer Wizard

Local or Network Printer

Is the printer attached to pour computer? V

If the prirter is directly attached to your computer. click Local printer. IF tis attached to
anther computer, of diectly to the netwark, click Network piinter,

4 Hacai pritet
™ Automaticaly detect and install my Plug and Play printer
" Metwork printer

<Fig.15-1>
8) Press the “Have Disk (H)” button. (Fig.17-1)

add Printer wizard

Select the Printer Port

Computers communicate with printers through ports. V

Select the part you mant your printer to use. If the portis notfsted, you can creste a
new port.

& [lise ihe folowing port)

Pt [ Description [ Printer [-]
LFTI Fiirter Fort
LPT2 Pirter Port
LPT3 Fiirter Fort
COM1 Serial Pait
COM2 Serial Pt
FONA oo =

Note: Most computers use the LPTT: port to communicate with 3 losal prirte.

" Create a new port
Tope Local Fort =

<Back Cancel

<Fig.16-1>

9) If the dialog “Install From Disk” is displayed, insert the installation disk.
Input the path, and specify the CPD900NO folder (ex. A:\CPD900NO). Click the “OK” button.

10) Select the printer to be used and click “Next” button. (Fi

Add Printer Wizard 0
The manutacturer and mod determing which printer t Lse. Q”

<57 Selsct the manutacturer and moded of your printer. IF your printer ame with an instalation
LS et T e e e e e e e et e
Install From Disk i B3

Insent the manufacturer's instalation disk inte the diive
sslectad, and then dlick OK.

Cancel
Copy manufacturer's fles from =
= =] Browse. |
cBak | Hews Caneel
<Fig.17-1>

11)Name your printer. If you set it as the default printer, select “Yes”. Then, click “Next” button. (Fig.19-1)

g.18-1)

Add Printer Wizard O
The manutactuter and madel detetmine which piter to use. w

(48, Sekeet the manulacturer and madelof yourprinter. | you print eame Wi an nstalation
[ disk.click Have Disk. If your printst is rot listed., consul your printer documentation for a
compaible printer

Erinters:
il TS TIBISHI CPe

Have Disk.

<Back Concel

<Fig.18-1>

12)Indicate whether this printer will be shared with other network users. (Fig.20-1)
Select “Do not share this printer” and click “Next” button.

Add Printer Wizard B

Name Your Printer
“You must assign 2 name for this printer

Supply & name for this printer. Some programs do not support server and printer name.
combinations of more than 31 characters.

Dio you want your Windows-based programs to use this printer 2s the default prirter?
& Yes
© No

<Back [ Met> | Cancel

<Fig.19-1>

Printer Sharing

Yau can share this printer with cther network users. v

Indicate whether you want this priner ta be avaiable to cther users. If you share this
printer. you must provide a share name.
oot share this prnier

€ Shaeas

¢ Back. Cancel

<Fig.20-1>

13)Set the test page printing. Select “No” and click “Next” button.(Fig.21-1)

14)Click “Finish” button.(Fig.22-1)
15)Click “Yes” button.(Fig.23-1)

Print Test Page 7y
To confirm thak the printer is installed propery, pou can print a test page v

Do youwank to print a test page?
ke
C Ng

<Back Cancel
<Fig.21-1>
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|Add Printer Wizard

Completing the Add Printer
wizard

“You have successiully completed the Add Pinter wizard.

You specified the following printer settings:

Name: MITSUBISHI CPBO0OD./DW(LPT AUSB)
Shared as Mot Shared>

Port LPT1

todel MITSUEISHI CP2000D/DWLPTAJSE)
Defaul:  Yes

Testpage: Yes

To close this wizard. click Finish.

<Back Cancel

<Fig.22-1>

MITSUBISHI Digital Color Printer CP900DW



Digital Signature Not Found x|

The Micrasaft digital signature: affims that software has
been tested with Windaws and that the saftware has net
been altered since it was fested

The saftware you are about ta install does nat cortain a
Microsoft dighal signature. Therefore, there is no
guarantee that this software works comectls with
Windows.

Frinters

If peu want to search for Microsolt dighall signed
software, wist the Windows Update Web site at
itpr/windawsupdate. microsaft, com to see il ane is
avaiable:

Do you want to continue the installation

Yer Mo More Infar

<Fig.23-1>

16) Reboot after completing all procedures.
17)Confirm whether the test page is printed and the printer setting is normal.
When you print the test page, choose the correct “Paper size” from the Paper tab.

2.2.WindowsXP
2.2.1.Install the USB port
1)Start Microsoft(R) Windows(R) XP Operating system.
2)Connect a USB cable between the computer and the printer before the installation begins.
3)A USB port will be installed automatically.
*The OS standard USB port is used for USB connection in WindowsXP.
*Do not install the printer driver from “New hard ware addition wizard” which appears when the operating system is
started. (Click the “Cancel” button.)

2.2.2.Install the driver
1) The printer must be connected before the installation begins.
2) Start Microsoft(R) Windows(R) XP Operating system.
3) Click “Start” button and select “Printers and Faxes” menu.
4) The window of “Printers and Faxes” will be displayed.
Double-click “Add Printer” icon. (Fig.13-2)
5) “Add Printer wizard” starts. Click “Next” button.(Fig.14-2)

Add Printer, Wizand|

Welcome to the Add Printer
Wizard

Tis wizard helps you instal a printer of make printer
connectians,

§ ) Myouhave s Flug and ey printer thatcanects
thicugh a USB part or any ather hot pluggable
port, such as IEEE 1384, infared, and so or, you
o rot need o use this wiard. Clck Cancelto
close the wizard. and then plug the pinter’s cable
it your computer of point the printer toward your
‘computer's ifrared port and turn the pinter on.
“windows wil automaticall nstall the printe for you

To cortirus, oick Next

<Fig.13-2> <Fig.14-2>
6)In case of WindowsXP in that the network is set, the selection window of the local printer or the network printer will
be displayed.
Select the local printer. (Fig.15-2)
7) Select the port which you would like to use, and click “NEXT” button.(Fig.16-2)
USB printer :USBO001 is usually selected, in case of the USB printer.
If several USB printers are connected, they are displayed as “USB001”,”USB002”, etc.
Select the printer port which CP900DW is connected to.

Add Printer, Wizard Add Printer Wizard

Select a Printer Port
Local or Network Printer @
The wizard needs to know which type of printer (o set up. [& ’ Cormputers communicate with pinters trough pots. V

e e o e o Se\ecul D‘T pot you want your pinter 1o use. [fthe portis not isted, you can create a

© Lasal piier atached s s sompuied

[ tamaticaly detect and installmy Plug and Play prnter
(O A network printer, or a printer altached to ancther computer Nate: the LPTI: patt to local
The connector for this port should look something iice this:
e
£ ) Tosetupa network piiner thatis ot attacked to a it server, -
L) e Loca e opte
© reate anew patt
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8) Press the “Have Disk (H)” button. (Fig.17-2)
9) If the dialog “Install From Disk™ is displayed, insert the installation disk.

Input the path, and specify the CPD900NO folder (ex. A:\CPD900NO). Click the “OK” button.
10) Select the printer to be used and click “Next” button. (Fig.18-2)

Add Printer Wizard Add Printer Wizard

Install Printer Software Install Printer Software O
The manufacturer and model determine which printer software o use. The manufacturer and model determine which printer software to use. w

3.\ Select the manufacturer and model of your printer. |f your printer came with an instalation
disk, click Have Disk, If your printer is ot listed, consult yaur pinter documentation for

Inset the manufacturer's installation disk. and then compatibie printer software.

Cancel

B [nstall From Disk

€

make sz that the conest diive is selected below.

Frinters
MITSLIBISHI CPa0

Copy manufacturer' fles fiom:
m

Tell me uhy diiver sigring is important

/& This diiver is not digitally signed! Windows Updale

Tell me why diiver signing i< important

<Fig.17-2> <Fig.18-2>
11)Name your printer. If you set it as the default printer, select “Yes”. Then, click “Next” button. (Fig.19-2)
12)Indicate whether this printer will be shared with other network users.(Fig.20-2)
Select “Do not share this printer” and click “Next” button.

Add Printer Wizard Add Printer Wizard

Printer Sharing

"}:0’ ou can share this printer with other network users. w

MName Your Printer
“ou must assign a name to this printer

1f yous want to share ths printer. you must provide a share name. YYou can use the.
suggested name or lype @ new ane. The share name will be visible o other netwrk
uses

Type @ name for this printer, Because some programs do not support printer and server
name combinions of more than 31 characters. it s best o keep the name as short as
possible.

@ not share ihis printer

O Share name:

Do you want to use this printer as the defauit printer?

Oyes
[OLT]

<Fig.19-2> <Fig.20-2>
13)Set the test page printing. Select “No” and click “Next” button. (Fig.21-2)
14)Click “Finish” button.(Fig.22-2)

15)Click “Continue Anyway” button.(Fig.23-2)

Print Test Page i
To corfim that the printer is installed properly, you can piint a test page. v

Completing the Add Printer
Wizard

Do you want to print a test page?
Ores
g

“fou have successhully completed the Add Printer Yizard.
“ou specified the following printer settings:

Narme: MITSUBISHI CRA0ODWALISE]
Share name: <Nt Shared>

Fart [IE:

Modet MITSUBISHI CPIDODWIUISE]
Default No

Testpage:  No

T close this wizard. click Finish,

T
<Fig21-2> <Fig22-2>

Hardware Installation

[} The software you are installing for this hardware:
e

Printers

has not paszed Windows Logo testing to verify its compatibility

with "Windaws ¥P. [Tel me why this testing is impartant.)

Continuing your i ion of this may impair
o1 destabilize the comect operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

[ Continue Argway ] | STOP Installation |

<Fig23-2>

16) Reboot after completing all procedures.
17)Confirm whether the test page is printed and the printer setting is normal.
When you print the test page, choose the correct “Paper size” from the Paper tab.

7 MITSUBISHI Digital Color Printer CP900DW



Uninstallation
Uninstallation procedure of CPD900W/CPD900NO printer driver
Operate the following procedures to uninstall CPD900W and CPD900NO.
1) Delete all printers installed from CPD900W and CPD900NO in the printer folder.
2) Reboot after completing the above-mentioned procedure.

Uninstallation has completed.

Function explanation
1. Paper dialog
¥ MITSUBISHI CP900DW(USEB) Printing Prefere 2ix
Fapor | Dptions | Color Adjust| - - -
Paper size Print pixel
Paper Sizz | -
’ S 1280 * 960
PFrint pisels 1280x360dots
R 5o L 1280 * 1676

The number of available pixels in each paper size is shown.

Orientation " Portrait % Landscape

LCopies: 1 3: ™ Continuous print
(1-200)

Seaing EREE Al Defuls
(B Al Datalgad
A1l Data Save

About

0K | ceneal | s |

<Fig.24. The dialog of “Paper”>

1)Paper Size

The size of paper is selected. The number of pixels for each paper size are shown in the above table.
2) Print pixels

The number of available pixels for the user in each paper size is displayed.
3) Resolution

The resolution of printer is displayed (325 ppi fixed).
4) Orientation

The direction of paper is set.
5) Copies

The printer prints the number of printouts which is shown in dialog.

*When multiple copies are printed, it becomes like the example below usually.

(example) The print result of 2 copies of 3 pages:1p 1p 2p 2p 3p 3p

*Some applications might not transmit as the above method.

(example)The print result of 2 copies of 3 pages

:To achieve 1p 2p 3p 1p 2p 3p, the application outputs each image twice.
6) Continuous print

When enabled, the same image will be printed until paper or ink sheet runs out.

To stop the continuous printing, press RESET button.

*The printer gives priority to a continuous print even if the number of copies is set from the application.
7)Scaling

Enlargement scale is set. (set range 25-400%)
8)All Defaults

All the settings in Paper dialog, Option dialog, Color Adjust dialog, and Fine Adjust dialog are reset to the default

settings.
9)All Data Load

All the set data in Paper dialog, Option dialog, Color Adjust dialog, and Fine Adjust dialog are loaded.
10)All Data Save

All the set data in Paper dialog, Option dialog, Color Adjust dialog, and Fine Adjust dialog are saved.
11)About...

Displays the version information of this driver.
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2. Option setting dialog

1) Sharpness

4% MITSUBISHI CP900DW(USE) Printing Preferen

Paper  Options | Color Adjust |

Shaipness

Fiirting mode Fine. he

e | et [0 =]

™" Margin cut

Defalts

alxl

Co |

Cancel |

Aoy,

<Fig.25 Option setting dialog>

Soft/Normal/Hard/User definition
Level of outline correction is changed.
When the user definition is selected, the coefficient and offset data can be changed.
*Coefficient: The outline correction level is changeable according to this value.

Soft 0 -<range >- 31 Hard

When you enlarge this value, an outline correction comes to be effective in the part of white-black

*Offset: It is possible to change the range of image considered to be outline in image according to this value.
When you reduce this value, the printout becomes rough feeling because of the emphasis of details.
difference. As a result, the printout becomes smooth feeling.

Smooth feeling 0 -<range >-15 Rough feeling
2) Printing mode
Fast :Fast speed mode
Fine :High image quality mode
3) Margin cut

When enabled, the leading margin is cut after printing.

4) Defaults

All the settings in Option dialog are reset to the defaults.
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3. Color adjustment

&% MITSUBISHI CPIDDDW(USE) Printing Preference: 21| x|
Faper | Mptians  Color st =g )
¥ Adjust
5 +5 I Same o 128 +126 T Same I™" Each ol o
" o = | = 1 I S S A [ercom =]
B e || & U (e
e ——p d|le—0—F = || = |t Input
- Contrast — H H : Output -
a 120 128% pefats | || | [P [
O — e st
J_” 3 ; H ; Defaults
B M
N ]
| I
E—— e
0K | Cancel | teob |
<Fig.26-1 Color adjustment dialog> <Fig. 26-2 Fine adjustment dialog>
3.1.Color Adjust dialog
1)Adjust
In case of no check, processing speed goes up because of the operation processing omission.
2)Gamma adjustment

Adjusted value(-5 - +5)

When the density of entire print picture to be thick (dark), the value of “Gamma” of the color adjustment dialog

must be decreased.

Same check box ON:R,G and B are same value, OFF:R,G and B are indivdually adjusted.
3) Brightness adjustment

Adjusted value (-128-+128)

R’(x) = R(x) + Brightness(R)

G’(x)= G(x) + Brightness(G)

B’(x) = B(x) + Brightness(B)

Same check box ON:R,G and B are same value, OFF:R,G and B are indivdually adjusted.
4) Contrast adjustment

Adjusted value (-128-+128)

Contrast>=0

R’(x)=R(x)+(Contrast(R)/128) * x

G’(x)=G(x)+(Contrast(G)/128) *x

B’(x)=B(x)+(Contrast(B)/128) * x

Contrast<0

R’(x)=R(x)+(Contrast(R)/128) * (x/2)

R’(x) =R(x)*+(Contrast(G)/128) * (x/2)

R’(x)=R(x)+(Contrast(B)/128) * (x/2)

Same check box ON:R,G and B are same value, OFF:R,G and B are indivdually adjusted.
5) Fine Adjust...

The more minute color adjustments are carried out by the Gamma adjustment tone curve.
6) Defaults

All adjustable values in Color Adjust dialog become 0.

3.2. Fine Adjust dialog
1) Adjustment
In case of no check, processing speed goes up because of the operation processing omission.
2) Each color adjustment
ON: Each RGB color is individually adjusted.
OFF: The same adjustment of each RGB color carries out.
3) Adjustment color selection
At adjusting, the adjustment color is selected.
4) 1/O value display
The input (gradation value before adjustment) and output (gradation value after adjustment) of the adjustment
point are displayed.
5)Defaults

All the tone curves become a linear straight line of the range (0, 0) - (255, 255).
10 MITSUBISHI Digital Color Printer CP900DW



4. Error indication

No. Error dialog message Button Operation

(1)-1 Printer Power is off or Cable is not [OK When clicking OK button after the error is resolved, the

For connected. After removing Error and |Cancel |dialog disappears and printing starts automatically. If OK

CPD900| clicking OK button, Printer will button is clicked without resolving thr error, the dialog will

w restart. be displayed again. If Cancel button is clicked regardless of

resolving the error, the dialog and the print job will
disappiear.

(1)-2 Printer Power is off or Cable is not [OK When clicking OK button after the error is resolved, the

For connected. After removing Error and dialog disappears and printing starts automatically. If OK

CPD900| clicking OK button, Printer will button is clicked without resolving the error, only the dialog

NO restart. disappears. The print job is saved in the spooler.

2)-1 Printer Power is off or Cable is not |Cancel |When the error is resolved, the dialog remains. If Cancel

CPD900] connected. button is clicked regardless of resolving the error or not, the

w dialog and the print job will disappiear.

2)-2 Printer Power is off or Cable is not [OK When the error is resolved, the dialog disappears and

CPD900] connected. printing starts automatically. If OK button is clicked

NO without resolving the error, only the dialog disappears. The

print job is saved in the spooler.

3) Door is opened. After removing Cancel |When the error is resolved, the dialog disappears and
Error, Printer will restart. printing starts automatically. If Cancel button is clicked

without resolving the error, printing is canceled.

“4) Paper empty. After removing Error, [Cancel |When the error is resolved, the dialog disappears and
Printer will restart. printing starts automatically. If Cancel button is clicked

without resolving the error, printing is canceled.

%) Something is wrong with the printer. |Cancel [When the error is resolved, the dialog disappears and
After removing Error, Printer will printing starts automatically. If Cancel button is clicked
restart. without resolving the error, printing is canceled.

6) Ink sheet cartridge is not correctly  [Cancel |When the error is resolved, the dialog disappears and
installed. After removing Error, printing starts automatically. If Cancel button is clicked
Printer will restart. without resolving the error, printing is canceled.

@) Ink sheet is exhausted. After Cancel |When the error is resolved, the dialog disappears and
removing Error, Printer will restart. printing starts automatically. If Cancel button is clicked

without resolving the error, printing is canceled.

®) The ink sheet is not standard. After |[Cancel |When the error is resolved, the dialog disappears and
removing Error, Printer will restart. printing starts automatically. If Cancel button is clicked

without resolving the error, printing is canceled.

Q) The ink sheet information is Cancel |When the error is resolved, the dialog disappears and
undetectable. After removing Error, printing starts automatically. If Cancel button is clicked
Printer will restart. without resolving the error, printing is canceled

(10) Ink sheet and paper type do not Cancel |When the error is resolved, the dialog disappears and
match. After removing Error, Printer printing starts automatically. If Cancel button is clicked
will restart. without resolving the error, printing is canceled.

(11) Paper jam. After removing Error, Cancel |When the error is resolved, the dialog disappears and
Printer will restart. printing starts automatically. If Cancel button is clicked

without resolving the error, printing is canceled.

The error may not be displayed in the case of system configurations other than that shown below.

Interface Operating system Setting
USB Windows98 Set “Enable bi-directional support
WindowsMillennium for this printer” for printer
Windows2000 properties.
WindowsXP
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Notes

1.All printer drivers

1) Secure of Hard disk for spool file
Secure the capacity of Hard disk for spool file enough for the printer operation and the number of printing sheets.
The printing cannot be correctly carried out when the capacity is running short.
The drive for spool file is the same drive as the drive of Windows system usually.

2) Print test of the printer with small paper size
A part of the image is cut by printing the test page at installing.
In this case, print after adjusting the enlargement scale smaller after installing.

3) Operation of the CP900DW
Refer to the operation manual of the CP900DW.
Do not turn off the power switch during data transfer or print.
If you turn off the power switch, re-starting of a computer may be needed.
When deletion of a printing data cannot be performed, re-starting of a computer is required.

4) Applicability of color adjustment
The color adjustment is applied the entire printing range including the background.

5) About "Print directly to the printer"
With some applications, if "Print directly to the printer" is selected, objects may not be printed correctly.
In that case, select "Spool print documents ..." for printing.
CPDO00W : the "details" page of CPD900W's property sheet
CPD900NO : the "details" page of CP900NO's property sheet

6) About "Continuous print"
When you stop "Continuous print", press FEED&CUT button while holding RESET button.
If the next image is printed, press FEED&CUT button while holding RESET button again.

7) About connection of a computer and a printer
Only one printer should be connected to a single computer.
Do not disconnect the interface cable during data transfer.

8)System requirements for USB interface
Use the computers equipped with USB interface listed below.
Computers pre-installed with Windows98/Millennium/2000/XP.
Computers installed with Windows98/Millennium/2000/XP that are USB-guaranteed by the manufacturer.

9)Connection of USB cable
When you take out and insert a USB cable after installation of a printer driver, wait 5 seconds or more after extracting
a cable.
If the cable is reinserted without leaving an interval, the printer may not operate normally.

2.CPD900W
1)About the Spool Settings of USB
Do not select “Disable bi-directional support for this printer” in the printer’s property settings.

2)Even if the USB port is properly installed, it may be displayed on the printer property as “MPUSB 1:unknown device.”
In this case, printing is performed properly from the printer.

3.CPD900NO

1)When you print and it is displayed as ‘Parameter’s value is invalid.’, perform the following operations.
a) Select ‘Device Manager’ from ‘Hardware’ tab of ‘System Properties.’
b) Select *Scan for hardware changes.’
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Operating directions for customer’s purpose
1.When you want to set an outline emphasis of the print picture manually.

Choose the user definition of “Outline correction” on the option setting screen.

At that time, it becomes possible to set the coefficient and the offset value.

Refer this value, and choose the favorite outline correction.

Soft :Coefficient 1, Offset: 14
In case of a lot of noise elements in the image (rough feeling) or shading of the outline of the image,
choose this setting.

Hard :Coefficient 4, Offset: 2
In case you want to clear the part of obscured image, to clarify the outline of the image, choose this
setting.
Higher resolution picture can be achieved.

2. When you want to adjust the color of the print image.
If you make following setting, the effect are invalid on the display.
1) When you want the density of entire print picture to be thick (dark), decrease the value of “Brightness” of the
color adjustment dialog.
2) When the focus of the print picture is loose (The contrast is weak), increase the value of “Contrast” of the color
adjustment dialog.
The contrast becomes stronger.
3) When you want to change the color of printout.
Change the value of “Brightness”.

Increase Red :Increase the “R” value of the color adjustment dialog.
Increase Green :Increase the “G” value of the color adjustment dialog.
Increase Blue :Increase the “B” value of the color adjustment dialog.

4) When you want to adjust Gamma of the printout.
By moving the graph of the Gamma adjustment dialog with mouse, The density of the entire image can be ad-
justed to the arbitrary Gamma curve.
The density becomes high (dark) when decrease the output value compare with the input value.
The density becomes low (bright) when enlarging the output value compare with the input value.

Prohibition matter

We prohibit Reverse Engineering, decompiling or reverse assembling of this driver software.

Exemption from responsibility
Occasionally, this software does not operate normally depending on operating environment.
Moreover, Mitsubishi Electric Co. will not assume any responsibility for damage(including, but not limited to, lost profit

or damage caused from special circumstances etc.) occurring during the use of this driver.
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